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SALP2G
Eccentric locking collar type
Shaft Dia. Dimensions (mm)
- d Bolt Bearing | Housing | Mass
e HlL [ o[ A|H|N|N|H|[s]|B| sz No. No. | (ka)
(in)_[(mm)
SALP201G 12 SA20IG 04
20186 | 12 20186
2020) 15 302 (14|87 |25 | 57| m | 16| 12| 65286 M0 R0G Lp203 | 04
202-10G 58 202-10G
2036 7
2030 ~ 038
203116 | 11716 203116
SALP204-12G 314 SA204-12G
204G 2 333|125 | 97 27 | 63.8] 11.5 16 14 7 |295| Mo 204G LP204 0.52
SALP205-14G | 78 SA205-14G,
205-15G 15/16 205-15G
205G 25 365|130 | 100 | 29 [ 69.5]|11.5 16 15 7.5 | 305 Mio 205G LP205 0.61
205166 | 1 205166
SALP206-18G | 1-1/8 SA20615G
206G 30 206G
cares s w9156 | 21| 33 [ 82 | 14|20 16| 8 |339] mi2 20610 | LP206 | 073
206206 | 1-1/4 206206
SALP207-20G 1-1/4 SA207-20G
207-21G6 1-5/16 % 207-21G
207226 | 1-38 476|165 | 127 | 35 | 93 14| 21 16 9. 1375 Mi2 207226 LP207 1.0
2076 35 207G
207-23G | 1-7/16 207-23G
SALP20824G | 1-12 SA208-24G
208-25G | 1-9/16. 508|184 | 140 [ 37 | 102 | 14 | 22 | 18 | 95 | 405| mi2 20825G | LP20s | 19
2086 40 208G

Remarks: These numbers indicate relubricatable type. If maintenance free type is needed, please order without suffix "G"



