NAPK2

Eccentric locking collar type

Shaft Dia. Dimensions (mm)
Bearing i
Unit No. d Bok
1 . No. No. | (ke
@) Toom) Bk J | A | N | N |H |H | S| Bi|Sizel (kg)
NAPK 202 15 NA202
y 202-10
20018 | Lo || | s | u | aa| 6] s |n9]373] Mo 203 PK203 | 0.65
20311 | 1116 203-11
NAPK204-12 | 3/4 7 NA20412
5 20 [218| 28 [ 98 |38 | u | 14| 1|6 |1 |65 Mo S PK204 | 07
NAPK 205-14 | 718 NA205-14
20595 | 1516 | 93| w0 | w0 | a0 | u |1 | s | es| 17| 443 o 2515 | pcaos | o
20516 | 1 205-16
NAPK 206-18 | 1- 18 NA206-18
209 2 07| s 44 9| 7| |82 20
206-19 | 1-3/16 7|1608 o1 e & i S8R Wi 206-19 | PK206 | 133
20620 | 1- 14 20620
NAPK 20720 | 1- 14 NA207-20
20721 | 1-5116 20721
So75 | im 46 | 167 [ 127 | a8 | 14 | 19 | 18 | 91 [188 | 501 | M2 20722 | PK207 | L6
207 35 207
20723 | 1716 20723
NAPK 20824 | 1-1/12 NA208-24
208:258 L0l 492 | 181 | 140 | 52 | 14 | 19 | 19 | 98 | 214 | 563 | MI2 20825 | PK208 | 2.0
208 40 208
NAPK 209-26 | 1-5/8 NA20926
20 111716 20927 | Leeooo
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NAPK 21132 | 2 NA211-32
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21135 | 2-3/16 21135
NAPK 212:36 | 2- 1/4 NA21236
212 ) 212
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212:39 | 27116 21239
NAPK 212-40 | 2- 112 NA212-40
S5 os | 683|248 [194 | 70 | 18 | 290 | 27 | 141 | 341 857 Mis B PK213 | 63
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