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SAP2G
Eccentric locking collar type
Shaft Dia. Dimensions (mm) o P e
Unitiiog (in‘)“ Tl Pl AN e | s | m S N No. | ko) | [Tn [
SAP201G 2 SA1G
20186 | 12 20156
2026 15 1302|125 96| 32 | 12| 16 | 13 | 57| 65| 286|mi0] 2026 | pa3 fogs|| - | -
202-106 | 58 202106
2036 17 203G
203116 | 1116 203-11G
SAP204-12G | 3/4 SA204-12G
el b | 23] 127) 95| 3| 13| 16 | 14 | eas| 7 | 20| a0 | SO | paoa Jogs| | 13| 19
SAP205-14G | 718 SA205-14G
205156 | 15/16 205156
et 25 | 365 10| 10| 38 | 13 | 19 | 1 | es| 75 | 30| w0 | 20515G | pas foss| | - | -
205-16G | 1 205-16
SAP206-186 | 1-18 SA206-18G
2066 30 2066
os|iaie 29| 160[ 121 44 | 14 |19 [ 16 |82 |8 |339[Mi2| o610 [P206 | 14 || 17| 20
206-206 | 1-1/4 2062
SAP207-20G | 1-1/4 SA207-20G
207216 | 15716 207:21G
207-22G | 1-3/8. a16[ 167126 | 48 | 15| 19| 17| 92| 9 |375(m12 P207 | 168 17 21
2076 35
207-236 | 1716
SAP208-24G [ 1172
208256 | 1-9/16 402 180|136 [ 52 | 15| 21| 18 [ o8 | 95| 40s|mi2 P08 |22 17| 23
2086 4
SAP209-266 | 158
209276 | 1-11/16
oo sa |89 | 146 | 54 | 15| 21 | 20 [10ss| 10 | 422 Mz P09 [230 [ 17 | 25
2096 4
SAP210-306 | 1778
210316 | 115/16 5722|204 159 [ 57 | 19 | 22 | 21 [1122] 105] 43.7| M6 210 [250] [ - | -
2106 50
SAP21132G | 2 SA21132G
212:34G| 2118 es|2a7 || 60| 19| 2 | 22 |i2as| 1] asa|mie| 23O | e |saef | - | -
212356 23016 | * 211356
Remarks Type is needed; please order without suff "G

Note : Grease fitings can locate at 45” position

pe.IF r
of housings front right

ide.




