SBP2G
Setscrew type
Shaft Dia. Dimensions (mm) e ae
Unit No. d s
2 No. No. | (k
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SBP201G 12 SB20IG
20186 | 12 20186
2026 15 3 202G
302| 125 96 | 32 12 | 16 13576 22 | M10 P203 | 0.63 = =
202106 | 578 202106
2036 17 203G
203416 | 11716 203116
SBP204-12G | 34 SB204-12G
¥ 7 .
e o | B3] 27| 96| 37| B | s | | eas| 7 |25 | w0 PUEES | paos o3 |13 | 1o
SBP205-14G | 7/8 SB205-14G
205-15G | 15/16 205-15G.
205G 25 36.5| 140 | 105 | 38 1319 15 | 69.5| 7.5 | 27 | MioQ| 205G P205 | 0.83 > =
205166 | 1 205-16G
SBP206-18G | 1-1/8 SB206-18G
2066 30 2066
206-19G | 1-3/16 429/ 160 | 121 44 | 14| 19| 16 [ 82 | 8 |29 | MI2| 0619 | P206 [134 [ 17 | 21
206-20G | 1- 1/4 206-20G
SBP207-206 | 1- 1/4 SB207-20G
207216 | 1-5/16 20721G
i | 476|167 126 [ 48 | 15| 19| 17 [ 92 [ 9 |32 | MI2| Lo | P07 |1s7[ |17 | 21
35 207G
207-23G | 1-7/16 207-23G
SBP208-24G | 1- 12 SB208-24G
208-25G | 1-9/16 492|180 136 | 52 | 15| 21 | 18| 98 | 9.5 34 | M2} 825G | P208 [204 || 17 | 23
208G 40 208G

Remarks : These numbers indicate relubricatable type. If maintenance free type is need
Note : Grease fittings can locate at 45 position of housings front right side.
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, please order without suffix "G"




